	SERVICE DEPARTMENT SAFETY INSPECTION FORM
	



	Inspected By:


	Date:


 Mark each item: S = Satisfactory; U = Unsatisfactory; N/A = Not Applicable

	GENERAL
	
	CORRECTIVE ACTION/ RESPONSIBLE PERSON

	1. General housekeeping (trip hazards, storage, dust, grease/oil, water, etc.)
	
	

	2. All compressed gas cylinders (empty or full) secured
	
	

	3. Safety caps or protective collars on all cylinders
	
	

	4. Oxygen and fuel gas cylinders stored separately
	
	

	5. Eyewash fully operable and unobstructed
	
	

	6. Fire extinguishers unobstructed
	
	

	7. Fire extinguishers mounted and properly charged
	
	

	8. Annual inspection tag for each extinguisher
	
	

	9. Breaker boxes closed or covered and labeled
	
	

	10. Exits marked, unobstructed and unlocked
	
	

	11. First aid kits available and stocked
	
	

	12. All areas where people working lighted sufficiently
	
	

	13. General ventilation – working and used
	
	

	14. Electrical disconnects unobstructed and labeled
	
	

	15. Electrical – no open holes or damaged faceplates
	
	

	16. Safety gas cans with self closing lid and spark arrestor
	
	

	17. Grinders adjusted – tool rests 1/8”; tongue guards ¼”; spark guards available
	
	

	SERVICE BAYS
	
	CORRECTIVE ACTION/ RESPONSIBLE PERSON

	18. Oily/greasy rags properly disposed
	
	

	19. Chemical containers properly labeled
	
	

	20. Flammable spray cans stored in approved cabinets (more than 1 day’s use)
	
	

	21. Vehicle lifts – safety stops working, no hydraulic leaks
	
	

	22. Eye protection available and used
	
	

	23. Hearing, foot and hand protection available and used
	
	

	24. Trouble lights – proper type; good condition
	
	

	25. Power hand tools – cords in good condition; double-insulated or ground pin intact
	
	

	26. No extension cords used as permanent wiring
	
	

	27. Extension cords in good condition – no frays, cuts or splices; grounding pin intact
	
	

	28. Extension cords, hoses not in walkway
	
	

	29. Fall protection provided for unused pits – electrical installations according to codes
	
	

	30. Parts washer lid unobstructed from closing
	
	

	31. Parts washer fusible link intact
	
	

	32. Ventilation for vehicle exhaust available and used
	
	

	33. Engine hoist/crane – good condition; no stress signs; inspected weekly
	
	

	34. Hoist hook has safety latch; good condition; ropes or chains in good condition
	
	

	DETAIL/WASH AREA
	
	CORRECTIVE ACTION/ RESPONSIBLE PERSON

	35. Electrical outlets subject to water splash covered or protected
	
	

	36. Portable electric equipment grounded
	
	

	37. Drains operating properly
	
	

	38. Eye protection available and used
	
	

	39. GFCI provided for electrical outlets
	
	

	40. Chemical containers and bottles properly labeled
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